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Abstract
A novel self-starting converter circuit technology is described for energy harvesting and
powering wireless sensor nodes, constructed from silicon carbide devices and proprie-
tary high temperature passives for deployment in hostile environments. After a brief
review of the advantages using Silicon Carbide (SiC) over other semiconductors in
extreme environments, the chapter will describe the advantages and principles when
designing circuitry and architectures using SiC for power electronics. The practical
results from a novel self-starting DC-DC converter are reported, which is designed to
supply power to a WSN for deployment in high temperature environments. The con-
verter operates in the boundary between continuous and discontinuous mode of opera-
tion and has a Voltage Conversion Ratio (VCR) of 3 at 300C. This topology is able to
self-start and so requires no external control circuitry, making it ideal for energy
harvesting applications, where the energy supply may be intermittent. Experimental
results for the self-starting converter operating from room temperature up to 300C are
presented. The converter output voltage, switching frequency, total power loss and
efficiency were presented at temperatures up to 300C.
Keywords: wide band gap semiconductors, silicon carbide, SiC, energy harvesting,
wireless sensor networks, high temperature circuit, switching frequency, MOSFETs,
JFETs, DC-DC power converters, field effect transistor switches
1. Introduction
In recent years there has been increasing demand to investigate and monitor ever more hostile
environments including those containing high temperatures and/or extreme radiation flux [1–3].
Silicon carbide (SiC) boasts a much higher band gap than conventional silicon and is therefore
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more chemically stable allowing electronic circuits made from this material to be deployed in
environments where conventional silicon based electronics cannot function.
The development of silicon carbide (SiC) technology has become increasingly rapid in recent
years with significant improvements in wafer and epitaxy growth technology of 8-inch and
beyond [4]. By offering scalable and cost-effectively materials processing, SiC devices have
become part of the mainstream in power electronic applications [5, 6] and a number of
conferences are running dedicated sessions to the deployment of this technology from niche
to mainstream. Further advantages in terms of small, signal level devices [7], sensors [8] and
CMOS circuitry [9] have resulted in significant improvements in capabilities, however these
are still only available at research level, where a number of groups are active. During recent
years, SiC has emerged as a promising material for electronics where the underlying rationale
for the continued investment in SiC technology is the excellent material properties. SiC is the
only technologically relevant semiconductor that has a stable thermal oxide (SiO2) [10] and can
exist in a large number of polytypes – different crystal structures built and derived from the
high chemical stability of the SiC sub-unit organised into different stacking sequences. All
forms of SiC are considered a wide bandgap material since the electronic bandgaps of the
different polytypes range from 2.4 to 3.3 eV. The bandgap of 4H SiC is 3.23 eV at room
temperature (compared to 1.12 eV for silicon) and this dramatically reduces the intrinsic carrier
concentration in comparison to semiconductors such as silicon or gallium arsenide and this
allows devices to theoretically operate at temperatures up to 1000C [11]. Electrical properties
of SiC tailored toward devices also has a high saturation electron velocity, 2  107 cms1, a
thermal conductivity in excess of copper at room temperature and a critical electric field that is
almost an order of magnitude higher than that of silicon. Fulfilling technical parameters and
standards, SiC has been exploited in the high performance power MOSFETs and diodes that
are commercially available, but also have the potential to realise high performance, high
frequency oscillators, amplifiers and different topologies power inverters.
For these high temperature environments are incompatible with standard battery technolo-
gies, and so, energy harvesting is a suitable technology when remote monitoring of these
extreme environments is performed through the use of wireless sensor nodes (WSNs) [12–14].
There is now a variety of energy harvesting devices available which are capable of producing
sufficient energy from the ambient surroundings to intermittently power a WSN [15–17].
Energy harvesting devices often produce voltages which are unusable directly by electronic
loads and so require power management circuits to convert the electrical output to a level
which is usable by monitoring electronics and sensors. Therefore a DC-DC step-up converter
that can handle low input voltages is required [18, 19]. The required gate-drive circuitry for
these converters need to be placed next to the switches to minimise system complexity, how-
ever, the successful operation of the gate drivers, especially with no heat sink in hostile
environments will increase the power density for DC-DC converter modules. The advantages
of SiC based power devices include high current densities, faster switching speeds and high
temperature capabilities. To fully utilise the benefits of SiC devices in DC-DC converters used
in harsh environments, the gate drive design requires special attention. To match the high
temperature capabilities of SiC devices, the gate drivers also need to be capable of operation at
these elevated temperatures [20, 21].
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SiC based switches such as SiC JFETs are capable of tolerating these elevated temperatures,
however, various other components such as passives, magnetics or amplifiers will make this task
rather challenging. From a system point of view, the gate drive requirements of normally-on SiC
JFETs are a significant challenge. The issue with the start-up process in addition to the differences
in the gate voltage requirements make them less desirable for power designers [22, 23]. However,
the specific on-resistance of normally-off (enhancement-mode) JFETs is almost 15% higher than
their normally-on counterparts [24]. Therefore in a circuit where on state losses are expected to
be the dominant power losses, the normally-on (depletion mode) JFETs are better alternatives.
Another disadvantage of normally-off SiC JFETs is that in order to keep the device in the on
state, the gate-source junction must be forward biased [25]. This implies that similar to SiC
based BJTs, there is a considerable drive current requirement, which undesirable.
2. Power sources and energy options for wireless sensor nodes
2.1. Power sources for wireless sensor nodes
Wireless sensor networks have become a very popular enabling technology and have already
entered the market place in a number of sectors. The majority of these platforms are powered
by limited-life batteries. Hence alternative power sources are being continuously investigated
and employed [26].
The rapid reduction in the size and power consumption of electronic components has helped
speed up the research on communication nodes and wireless sensors. As the size of these WSNs
decreases, their use becomes more widespread in the automobile industry, industrial environ-
ments and aerospace industry. However, their respective power supply has become a major
issue, because the size reduction in CMOS electronics has significantly outpaced the energy
density improvements in batteries, which are the most commonly used power sources. Conse-
quently, the power supply is the limiting factor on both the size and lifetime of the sensor node.
Energy reservoir power sources such as micro-scale batteries, micro-fuel cells, ultra-capacitors
are characterised by their energy density and can be used to power WSNs but at the cost of
increased size and reduced lifetime. Power scavenging sources are an alternative power source.
Unlike energy reservoirs, power scavenging sources are characterised by their power density; the
energy provided from these sources depends on the amount of time each source is in operation
[26–29]. One of the popular power scavenging sources is via temperature gradients [30, 31].
Energy can be scavenged from the environment using the temperature variations that naturally
occur. The maximum power-conversion efficiency from a temperature difference, the Carnot
efficiency is given below in Eq. (1), where the temperature is in Kelvin:
η ¼ Thigh  Tlow
 
Thigh
(1)
Assuming a room temperature of 27C and for a source 5C above room temperature, the
maximum efficiency is 1.64% and for a source 10C above room temperature is maximum
efficiency is 3.22%. At low temperature differences and small scales, conduction will dominate
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and convection and radiation can be neglected. The heat flow through conduction is given by
Eq. (2), where L is the length of material that the heat is flowing through and k is the thermal
conductivity of the material used:
q0 ¼ k ΔTð Þ
L
(2)
Assuming a length of 1 cm and a temperature difference of 10C, the heat flow (power) for
silicon with a thermal conductivity of 140 W/mK is 14 W/cm2. Assuming that Carnot efficiency
could be achieved, the output power would be 451 mW/cm2 which is significantly higher than
comparable power sources. In practice, the efficiencies for this type of energy harvester are
well below the Carnot efficiency. One of the most common ways to convert the generated
power from temperature differences to electricity is by using thermoelectric generators.
2.2. Thermoelectric generators
Driving a wireless sensor node from ambient is attractive as it eliminates the need for wires or
batteries. Despite the clear advantages of energy harvesting, these systems require a suitable
power management strategy to convert the low voltage levels to a level usable by the wireless
sensor systems. Many WSNs monitor physical quantities, which change slowly and therefore
the measurements can be taken and transmitted less frequently. This means lower operating
duty cycle and therefore many wireless sensor systems consume very low average power,
hence they are suitable candidates for energy harvesting power sources.
Thermoelectric generators (TEGs) are energy harvesting devices capable of producing large
amounts of current at low voltages from a thermal gradient across the device; through a phe-
nomenon known as the Seebeck effect [32]. Modern TEG’s are constructed out of p-n junctions of
different semiconductor materials depending on their operational requirements, but commonly
bismuth telluride (Bi2Te3). The mechanical construction of a typical TEG is shown in Figure 1.
Figure 1. Construction of a thermoelectric generator [33].
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In this work a standard off-the-shelf TEGmanufactured byMarlow (product number TG 12-801 L)
was characterised in terms of the electrical output as a function of temperature difference between
the two surfaces. A ceramic hotplate was used to provide a controlled temperature heat source
whilst a thermocouple embedded into the base of a heat sink and fan provided the cooler side thus
creating a measurable temperature difference across the device. The higher the temperature
difference, the greater the output voltage becomes at any given current. Figure 2 shows the output
power of the thermoelectric generator as a function of the output voltage. The solid line intersects
with the waveforms where the maximum output power is at the optimum output voltages. The
optimum voltage for the TEG is generally below 1.3 V and needs to be boosted in order to enable
the operation of the circuit for remote sensor applications.
2.3. The need for a high temperature self-starting DC-DC converter
In addition to the Voltage Conversion Ratio (VCR) requirements to supply a SiC sensor circuit,
operating in a very high temperature environment (up to 300C) demands a high temperature
step-up DC-DC converter. In addition to the power stage of the converter, the gate-drive circuitry
is also required to operate at elevated temperatures. To eliminate the need for a high temperature
gate driver and also to reduce the size of the power management circuitry, a self-starting DC-DC
converter is desired [34]. Here, a self-starting DC-DC converter was designed to boost the low
DC output voltage of a thermoelectric generator to a level sufficient to run a SiC sensor circuit for
wireless monitoring of inhospitable environments [35–37]. These environments may be subject to
high temperatures in the case of exhaust gas monitoring in turbine engines or oven environ-
ments, they may also be subject to radiation in the nuclear industry whether they are used in
power generation or waste monitoring. The proposed DC-DC converter does not need an
auxiliary power supply to drive the normally-on JFET. The converter self-starts and does not
suffer from a start-up shoot through. The requirement of self-oscillation needs a depletion mode
device (e.g. normally-on JFET) as there will be no current flowing at start otherwise.
Figure 2. Output power as a function of voltage for the thermoelectric generator for various temperature differences.
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3. Theory behind the self-starting DC-DC converter
Figure 3 shows the circuit diagram of the proposed self-starting DC-DC converter designed for
boosting low level voltages from the TEG, denoted in the Figure 3 as Vin. The input capacitance
of the circuit, Cin, represents the capacitance of the p-n junctions of the TEG. Based upon a
standard boost converter topology and a blocking oscillator, the key aspect of the design is the
use of a counter-wound secondary winding in conjunction with a normally-on device which is
used to provide the self-oscillatory behaviour, thus eliminating the need for an external gate
drive [38]. The elimination of a separate gate drive is crucial for the successful commissioning of
a silicon carbide energy harvesting system designed for use with low voltage DC sources such as
solar cells and thermogenerators. The voltages provided by these sources are magnitudes
smaller than the voltages required to provide the gate drive requirements for a conventional
converter topology; therefore a self-oscillating design becomes the only viable option.
The simplicity of the design is also important when considering the capability of high tempera-
ture components. At present, commercially available SiC components are limited to discrete
power devices and do not include the control circuitry required for complex designs. The com-
mercial drive behind silicon carbide electronic devices to date has been focussed on the power
electronics market, where the ability of silicon carbide to operate at high frequencies andwith low
power losses has been utilised for the realisation of highly efficient circuits that offer significant
space saving over conventional systems. Here it is demonstrated that the ability of silicon carbide
components to operate at these high temperatures can be harnessed for the production of a step-
up converter with the ability to power circuits within the high temperature environment itself,
with minimum component count, thus reducing the overall cost of a high temperature energy
harvesting system.
3.1. Principle of operation
As shown in Figure 4, the self-oscillating converter circuit uses a depletion mode JFET and a
Schottky diode in a boost configuration, wherein coupled inductors are used to feed the gate-
source of the SiC based switching device and act to initialise the oscillations. The operation of
the circuit is as follows; at start-up and as the input voltage rises, the SiC JFETas a normally-on
device conducts and the current flows through the inductor. The current in the primary
Figure 3. The proposed self-starting boost converter.
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winding of the coupled inductor increases exponentially with time reducing the voltage across
the primary winding, inducing a voltage on the secondary winding of the transformer due to
the change in the primary current. Capacitor C1 is charged to a negative voltage with respect
to the circuit ground. When the bias across the capacitor exceeds the pinch off potential of the
JFET, the on state resistance of the JFET increases, so that the current through the FET drops to
zero. This reduction in current flowing through the JFET results in the decrease in the current
flow through the primary winding of the transformer. When the current in the primary
winding becomes zero, the voltage on the secondary winding reaches zero as well and C1 is
discharged through the resistor R1 to ground. Once the bias across the capacitor falls below the
pinch off potential of the JFET, the on state resistance of the JFET reduces significantly, current
flows through the primary winding of the inductor and the circuit operation repeats. The
switching frequency of the converter is determined primarily by the gate-source capacitance
of the SiC JFET and the inductance of the primary side of the drive transformer.
As shown by the circuit topology in Figure 5 the RC circuit connected to the JFET gate can be
removed and the secondary winding directly connected to ground. The stray capacitance of
the primary winding is sufficient to enable the self-oscillation occur and the converter operates
without the inclusion of the external RC components.
When the normally-on silicon carbide JFET conducts, current begins to flow through the
primary winding of the transformer and the channel of the JFET to ground, this induces a
negative bias in the secondary winding. As the current flowing through the primary winding
increases, the negative voltage on the secondary winding increases in magnitude and the
channel of the JFET is progressively pushed toward pinch off. Once the magnitude of the
voltage on the secondary winding reaches the threshold voltage of the JFET, the JFET becomes
non-conducting. This causes the magnetic field contained in the ferrite core of the transformer
to collapse and the voltage in the primary winding increases as is observed in a standard boost
converter topology. Whilst the JFET is non-conducting, power is transferred to the output
Figure 4. The self-starting step-up converter with the paralleled RC.
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through the silicon carbide Schottky diode at a higher voltage level. The voltage induced on
the secondary winding then drops due to reduced current flow in the primary and the JFET
transistor becomes conducting again to complete the switching cycle.
During operation the converter operates at the boundary between Continuous Conduction
Mode (CCM) and Discontinuous Conduction Mode (DCM), the operating point often described
as critical conduction mode. When the JFET is non-conducting, the voltage induced on the
secondary winding decreases due to reduced current flow in the primary. Therefore the JFET
becomes fully conducting again when the inductor current has reached zero, which results in a
zero voltage on the gate of the normally-on JFET. The schematic in Figure 6 illustrates the current
waveform in the primary inductor for a converter operating in critical conduction mode. During
the on time (denoted by DT) the energy stored in the inductor increases and during the off-state
(the remainder of the waveform) the inductor fully discharges. The end of the switching period
coincides with the point at which the current through the inductor and hence the energy stored
in the inductor falls to zero. In Figure 6, the average current Iavg is half the peak current, Ipeak. This
peak current is determined by the rate of change of current through the primary inductor during
the charging and discharging portions of the waveform.
Figure 6. The critical mode of operation, boundary between CCM and DCM.
Figure 5. The self-starting step-up converter without the paralleled RC.
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4. The self-starting DC-DC converter
4.1. Experimental results
The SiC JFET and SiC Schottky diode were packaged in high temperature ceramic packages
and the circuit was tested in a temperature controlled oven. Both the Schottky diode and JFET
were fabricated using process techniques developed at Newcastle University [39–41]. The data
in Figure 7 show the I-V characteristics of the JFET used in the circuit.
Of note is the pinch off potential of the device, which is approximately 6.5 V, which is found
to be optimal. FETs with a more negative pinch potential require a higher rate of change of
current through the primary inductor in order to pinch off the channel – making them
unsuitable for use in energy harvesting environments. A pinch off potential closer to zero
offers advantages in terms of requiring a lower rate of change of current through the primary
inductor. However, when the gate voltage is zero, the on state resistance of the channel is
higher [42] and this reduces the efficiency of the converter. As shown by the circuit schematic
in Figure 8, a 100 kΩ resistor was used as the load to mimic a wireless sensor node designed
for high temperature energy harvesting applications. Typically due to the low power levels
available in a circuit powered by energy scavenging, sensor nodes are designed to intermit-
tently use the power generated, thus reducing the time averaged power draw, as there is
insufficient power generated to continuously run a sensor node. This is specifically relevant
where the node is based on the wireless transmission of data to a remote access node [43].
Figure 7. I-V characteristics of the SiC JFET used in the converter at 25C.
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The data in Figure 9 show the voltage waveforms of the JFET during room temperature
operation with an input voltage of 1 V. From Figure 9 it can be observed that the gate voltage
of the FET (denoted by Vgs) reaches the pinch off potential, setting the current thorough the
FET to zero, before rapidly becoming positive, resulting in a significant reduction in the on
state resistance. The voltage across the FET channel, denoted by Vds, increases as the gate
voltage becomes more negative, reaching a value of 5.5 V when the channel is fully pinched
off. This enhancement in the voltage across the FET in comparison to the input voltage arises
from the energy stored in the inductor and is the fundamental principle behind the operation
of a boost converter. The voltage across the JFET reduces to zero when the gate voltage is
positive, showing that the JEFT is conducting.
The data in Figure 10 show the variation in converter output voltage as a function of tempera-
ture for a range of input voltages that are relevant to energy harvesting from a thermoelectric
generator. It can be seen that the boost converter can successfully operate at input voltages
Figure 8. Schematic of the SiC self-starting DC-DC converter.
Figure 9. Voltage waveforms of the self-starting boost converter.
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between 1.3 and 2.5 V over the full 300C range, demonstrating boost capabilities of up to 4.5
times the input voltage. At higher temperatures, the output voltage drops due to the increased
SiC diode forward voltage drop, increased JFET on-resistance and increased copper loss in the
inductor windings. The effect of these is also apparent in the data shown in Figure 12. At input
voltages below 1.2 V, the converter does not self-start at high temperatures. At input voltages of
1, 1.1 and 1.2 V the converter failed to self-start at temperatures above 150, 200 and 250C,
respectively. This is thought to be related to the reduction of the mutual inductance between the
primary and secondary windings of the inductor caused by the magnetic properties of the ferrite
being adversely affected. Therefore the voltage induced in the secondary as a result of the rate of
change of current in the primary winding is lower, resulting in the gate voltage of the JFET being
insufficient to reach the pinch off potential. In this situation the current through the JFETdoes not
reduce to zero and the energy stored in the inductor is not transferred to the load as the voltage is
lower than the turn on voltage of the diode and the converter does not operate.
Figure 10. Output voltage as a function of temperature.
Figure 11. Switching frequency as a function of temperature.
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In order to enable operation at lower input voltages, the turns ratio between the primary and
secondary coils of the transformer can be increased, however this is limited by the physical size
of the ferrite core used in this work. Based on the data shown in Figure 8, it can be seen that
this converter is capable of boosting the energy harvested from a thermogenerator with a
temperature difference of 40C. Energy harvesting from lower temperature differences is
possible using two thermogenerators connected electrically in series but thermally in parallel.
The results in Figure 11 show the effect of temperature on the operating frequency of the
circuit. As described previously, the frequency of operation is determined by the rate of change
of current in the primary winding of the transformer (which can be described in terms of the
inductance of the winding) and the input voltage from the thermogenerator. This is directly
related to change in the material properties of the ferrite core with temperature. As the
temperature increases, the permeability and saturation magnetisation of the ferrite core
reduces, resulting in the shift in the magnitude of the inductance of the primary winding.
Therefore increasing the ambient temperature from 25 to 300C, results in the switching
frequency of the converter decreasing from 183 to 161 kHz and from 143 to 107 kHz at input
voltages of 2.5 and 1.3 V, respectively. As can be seen from the data in Figure 11, the switching
frequency also increases with input voltage when increasing the supply from 1 to 2.5 V. This
increase is directly linked to the rate of change of current in the primary winding.
The overall power losses and efficiency of the converter circuit as a function of temperature is
shown in Figures 12 and 13, respectively. As can be seen from the data, the efficiency is lower
at higher temperatures. This reduction is to be expected, as the resistance of the JFET channel
increases due to the reduction in electron mobility [44] and the parasitic resistance of the
inductor winding increasing. The diode voltage drop of the SiC Schottky diode also increases
with temperature [45], however the effect is minor in comparison to the changes in the JFET
and inductor. Hence, the overall power losses in the circuit increase. Increasing the input
voltage results in higher power losses in the converter, due to the increased reverse voltage
Figure 12. Power losses as a function of temperature.
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across the SiC JFET during switching. The current ripple in the inductor also increases,
resulting in higher conduction losses in the inductor. As the output voltage changes with
temperature, the output power transferred to the constant resistive load also changes with
temperature.
As can be seen from the data in Figure 12, the increasing temperature results a reduction in the
overall power losses; which can be explained by the reduced current in the resistive load due
to the reduced output voltage. The reduction in the output voltage with temperature results in
a reduced drain-source voltage for the JFET, resulting in the JFET operating in the linear region
(as can be seen from the data in Figure 7), resulting in the SiC JFETacting more like a resistor at
temperatures above 275C and so the power losses start to increase with temperature. This can
be seen in Figure 12 for the data relating to input voltages of 1 and 1.1 V, where a significant
increase in power loss occurs at 150 and 200C respectively. As the output power from the
converter is low, the losses in the circuit will play a significant role in the overall efficiency of
the circuit.
To assess the converter performance at higher output currents, a 10 kΩ resistor was connected
as the load and the converter performance was characterised for a range of input voltages at
different temperatures. The converter output voltage as a function of temperature for a range
of input voltages is shown by the data in Figure 14. As can be seen from the data, the output
voltage of the converter decreases as the temperature increases, in a manner similar to that for
the 100 kΩ load, as shown in Figure 10. At higher output current levels, the overall conduction
and switching losses increase in the converter, resulting in a drop of the output voltage. As the
load current has increased (10 kΩ), the output voltage of the converter is lower when com-
pared to the case with a 100 kΩ load, due to the increased conduction losses.
Similarly to the operation of the converter with the 100 kΩ output resistor, at input voltages
below 1.3 V, the converter is not capable of self-starting at high temperatures. At input voltages of
1, 1.1, 1.2 and 1.3 V the converter did not self-start at temperatures above 125, 175, 200 and 250C,
Figure 13. Efficiency of boost converter as a function of temperature.
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respectively. At a higher output current, the effective voltage across the primary inductor is
lower; due to the increased voltage drop across the parasitic resistance in the inductor, resulting
in a lower induced voltage in the secondary winding. As described for the 100 kΩ load above, if
this gate voltage on the JFET, which is equal to the voltage induced in the secondary winding
does not reach the pinch off potential of the device, the converter will not oscillate. Hence for the
higher output current (10 kΩ load) the converter is capable of self-starting operation at lower
temperatures in comparison to the case with a 100 kΩ load resistor.
The converter overall efficiency as a function of temperature is shown by the data in Figure 15.
As can be seen from the data, the efficiency of the converter is approximately twice that of the
Figure 14. Output voltage as a function of temperature.
Figure 15. Efficiency of boost converter as a function of temperature.
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converter supplying a 100 kΩ load. As described for the 100 kΩ converter, at higher tempera-
tures the increased resistance of both the JFET channel and the windings within the trans-
former itself result in a reduction in efficiency. The SiC diode voltage drop also increases with
temperature, so the overall conduction loss in the circuit increases, resulting in a decrease in
the system efficiency. However, it can be seen from the data that the decrease in efficiency with
increasing temperature is not as significant for the high output power circuit. As the converter
output power is significantly higher, the power losses in the circuit will play a less significant
role in the overall efficiency of the converter hence the converter efficiency is higher.
5. Conclusions
A novel self-starting converter technology has been described, which is suitable for powering
wireless sensor nodes by means of energy harvesting from a thermal gradient. The converter
was constructed from silicon carbide devices and proprietary high temperature passives to
enable deployment in hostile environments, such as those found in aerospace, oil and gas and
nuclear applications. The self-oscillating nature of the circuit along with high temperature
capability result in reduced component count and hence a more reliable approach for
powering SiC based WSNs for hostile environments. The self-oscillating nature of the circuit
along with high temperature capability result in reduced component count and hence a more
reliable approach for powering SiC based WSNs for hostile environments. The operation
principle of the self-starting converter was detailed for two configurations which reflect low
and high output current. The effect of input voltage and primary inductance on the converter
operation and switching frequency was correlated with the characteristics of the components
used in the circuit manufacture and the operating conditions for the circuit. Experimental
measurements on a converter showed that whilst the performance of the circuit is influenced
by the ambient temperature, it is possible to boost the voltage from a thermoelectric generator
to a level that is suitable for the operation of high temperature circuits.
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